
SRCPIPE

RCPA, the Australian Pipe Company, 
is the leading manufacturer of 
Vertically Cast Concrete Pipes  
in Australia.
The dry-cast pipe making process was introduced to Australia by 
RCPA and has been in use for two decades. Vertically casting is the 
most efficient method of pipe manufacture available.
Benefits of RCPA SRC Pipes;

•  Rapid production rates

•  Pipes comply with AS/NZS 4058:2007

•  Precision Manufacturing technology

•  Low impact and sustainable process

Western Australia



1800 88 RCPA (7272)
rcpa.com.au

SRCPIPE
Rubber Ring Joint

Nom. ID 
(mm)

Pipe ID 
(mm)

Socket 
OD (mm)

Pipe OD (mm) Weight (kg)

Class 2 Class 3 Class 4 Class 2 Class 3 Class 4

300 295 455 378 378 378 260 260 260

375 370 546 455 455 455 320 320 320

450 445 643 541 541 541 460 460 460

525 520 734 622 622 622 570 570 570

600 595 825 704 704 704 680 680 680

750 745 1005 877 877 877 1020 1020 1020

900 893 1185 1046 1079 1079 1460 1660 1660

1050 1043 1344 1194 1239 1239 1710 2080 2160

1200 1193 1532 1360 1405 1405 2180 2680 2720

*Dimensions and weights subject to change

SRCPipe 
Socket O.D.

SRCPipe 
I.D.

SRCPipe 
O.D.

• Effective length = 2340mm

• Rubber rings supplied with all pipes

• Other classes available on request

•  Pipes listed above conform with AS/NZS 4058:2007 for 
normal environment exposure conditions

• Marine environment pipes available on request


